
TANK & CYLINDER
REFURBISHING GUIDE



FOREWARD
This Information Guide is an overview of equipment available from REGO®, 
Rochester and other manufactures for use with LP-Gas. This document is 
subject to periodic review  and the following points are important to know for 
proper use of this guide:

1. �Illustrations and drawings of individual products are representative of 
“product groups” and all products within a product group are similar in 
construction.   There is no guarantee  to exact likeness of the product images 
shown.

2. �Materials used for construction of products in this catalog are suitable for 
rated service pressure at temperatures of -40° F. to +165° F., unless otherwise 
specified.

3. Products in this catalog are only intended for use in LP-Gas

4. �Only trained personal should attempt any maintenance and/or repair on 
any LP-Gas systems or containers unless they are properly trained to do so.

5. �This is not a training guide, but an overview of common items found in 
most tanks/cylinders manufactured in North America after 2004. There is no 
guarantee of accuracy  of the information for all configurations of tanks and 
or cylinders. 

Neither the author nor any person acting on their behalf assume any liability 
with respect to the accuracy of the information, nor the use of information, or 
for any loss or damages resulting from the use of, any information, apparatus, 
method, or process disclosed in this document.

For assistance with finding the correct items for your LP-Gas containers not 
listed in this information guide, please contact a trained, Diversco Customer 
Care Representative at (800)-661-9955.
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Part # Bonnet 
Style

Container 
Connection

Fixed Liquid 
Level

Dip Tube 
Length

Presto 
Tap Repair Kit P/N Replacement

Handwheel

9101D11.7 Standard 3/4” Yes 11.7 No 19100-50B 9107-31

9101R11.7 MultiBonnet 3/4” Yes 11.7 No 19104-50 9107-31

PT9102R11.7 MultiBonnet 3/4” Yes 11.7 Yes 19104-50 9107-31

Part # Container 
Connection

ACME 
Connection Check Type Fill Rates @ 

10PSID approx Repair Kit P/N Replacement 
Gasket

Replacement 
Cap

7647SC 3/4” 1 3/4” ACME Single Acting 14 GPM 7647B-80A W-2 3174-9P

7579 1 1/4” 1 3/4” ACME Double 52 GPM 7579-50 W-2 3174-9P

L7579 1 1/4” 1 3/4” ACME Double 70 GPM L7579-51 W-2 3174-9P

6579 1 1/4” 1 3/4” ACME Double/Swing 110 GPM L7579-51 W-2 3174-9P

Part # Container 
Connection

Tank 
Diameter Head Type Mounting 

Location
Replacement 

Gasket
Replacement 

Gauge Bolt
Replacement 

Dial

6280-435 4-Bolt 30” Senior/Screw On Top 0015-0004 0040-00415 590S022733

B8981-04210 1” NPT 30” Junior/Snap On Top N/A N/A 5364S01951

B8981-04030 1” NPT 30” Junior/Snap On Top N/A N/A 5986S02772

Part # Material Colour Collar 
Size

640-OLD White White 14”

640-2955033 Steel White 16”

640-295564 Steel Green 16”

640-296162 Steel Grey 16”

Part # Material Colour Collar 
Size

640-305275 Plastic White 16”

640-333327 Plastic Black 16”

640-331344 Plastic Green 16”

640-349973 Plastic Red 16”

Part # Container 
Connection

Start to 
Discharge

Container 
Type Rain Caps

8544G 1” 250 PSI ASME 7544-41G

8544K 1” 375 PSI TC 7544-41

420 & 123 TANK REFURBISH
       Service Valves

       Fill Valves

       Float Gauges

      Replacement Lids

Relief Valves

1

23

4

5

1

2

3

4

5

Note: For other dip tube lengths or multi-valve configurations please contact customer service

Note: Fill Rates are approx and will vary based on equipment and ambiant temperature conditions

Note: Other gauge configurations available, please call customer service for assistance

Note: For additional colour options please contact customer servce
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Part # Bonnet 
Style

Container 
Connection

Fixed Liquid 
Level

Dip Tube 
Length

Presto 
Tap Repair Kit P/N Replacement

Handwheel

9101D11.7 Standard 3/4” Yes 11.7 No 19100-50B 9107-31

9101R11.7 MultiBonnet 3/4” Yes 11.7 No 19104-50 9107-31

PT9102R11.7 MultiBonnet 3/4” Yes 11.7 Yes 19104-50 9107-31

Part # Container 
Connection

ACME 
Connection Check Type Fill Rates @ 

10PSID approx Repair Kit P/N Replacement 
Gasket

Replacement 
Cap

7647SC 3/4” 1 3/4” ACME Single Acting 14 GPM 7647B-80A W-2 3174-9P

7579 1 1/4” 1 3/4” ACME Double 52 GPM 7579-50 W-2 3174-9P

L7579 1 1/4” 1 3/4” ACME Double 70 GPM L7579-51 W-2 3174-9P

6579 1 1/4” 1 3/4” ACME Double/Swing 110 GPM L7579-51 W-2 3174-9P

Part # Material Colour Collar 
Size

640-305275 Plastic White 16”

640-333327 Plastic Black 16”

640-331344 Plastic Green 16”

640-349973 Plastic Red 16”

420 & 123 TANK REFURBISH

Part # Bonnet Style Container 
Connection

Fixed Liquid 
Level

Dip Tube 
Length Presto Tap Repair Kit P/N Replacement 

Handwheel

7556R12.0 MultiBonnet 3/4” Yes 12 No 19100-50B 9107-31

PT7556R12.0 MultiBonnet 3/4” Yes 12 Yes 19100-50B 9107-31

9101D11.7 Standard 3/4” Yes 11.7 No 19100-50B 9107-31

9101R11.7 MultiBonnet 3/4” Yes 11.7 No 19104-50 9107-31

PT9102R11.7 MultiBonnet 3/4” Yes 11.7 Yes 19104-50 9107-31

       Mulitvalves/Service Valves

ASME TANK REFURBISH

Part # Container 
Connection

Hose 
Connection Check Type

Fill Rates 
@ 10PSID 

approx

Repair Kit 
P/N

Replacement 
Gasket

Replacement 
Cap

7579 1 1/4” 1 3/4” ACME Double 52GPM 7579-50 W-2 3174-9P

L7579 1 1/4” 1 3/4” ACME Double 70 GPM L7579-51 W-2 3174-9P

6579 1 1/4” 1 3/4” ACME Double/Swing 110 GPM L7579-51 W-2 3174-9P

Part # Container 
Connection Tank Type Head Type Mounting 

Location
Container 

Type
Replacement 

Dial

B8981-1232 1” NPT 30” ID 320 USWG Junior Top ASME 5909S02733

B8981-04037 1” NPT 41” ID 500 USWG Junior Top ASME 5909S02733

B8981-04041 1” NPT 41” ID 1000 USWG Junior Top ASME 5909S02733

      Fill Valves

      Float Gauges

Part # Container 
Connection

Start to 
Discharge

Container 
Type Rain Cap

7583G 3/4” 250 PSI ASME 7583-40X

8684G 1” 250 PSI ASME 8684-40

8685G 1 1/4” 250 PSI ASME 7585-40X

     Relief Valves

Part # Container 
Connection

Outlet 
Connection

Approx 
Closing 

Flow

Replacement 
Cap and 
Gasket

7590U 3/4” 250 PSI ASME 7590U-5A

7591U 1” 250 PSI ASME 7590U-5A

       Chek Lok

Note: Fill Rates are approx and will vary based on equipment and ambiant temperature conditions

Note: Other gauge configurations available, please call customer service for assistance

1
2 3

4

5

1

2

4

5

3

Note: For additional colour options please contact customer servce
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FORKLIFT TANK REFURBISH

Part # Bonnet Style Container 
Connection

Service 
Connection Repair Kit P/N Handwheel 

Only

9101P5 Standard 3/4” 3/8”MNPT 19101-50 9101-31

Part # Container 
Connection

Start to 
Discharge Rain Caps 90 Deg Elbow 

Adapter

45 Deg 
Elbow 

Adapter

8545AK 3/4” 375 PSI 11557-19 7545-12 7545-14

Part # Container 
Connection

ACME 
Connection

Check 
Type

Fill Rates 
@ 10PSID 

approx

Repair Kit 
P/N

Replacement 
Gasket

Replacement 
Cap  c/w 
Laynard

7647SC 3/4” 1 3/4” ACME Single 
Acting 14 GPM 7647B-80A W-2 3174-93L

Part # Container 
Connection

3165C 1/4” M.NPT

Part # Inlet 
Connection

Outlet 
Connection Application Repair Kit P/N Replacement 

Gasket
Replacement 

O-Ring

7141M 3/8” 1 1/4” MACME Service Line 7141M-50 W-4 0-114

7141F 1 1/4”  FACME 1/4” FNPT Fuel Line N/A N/A N/A

Part # Container
Connection Mounting Head Type Replacement 

Gasket
Replacement 

Gauge Bolt
Replacement 
Dial-Universal

6280-24 4-Bolt Universal Junior/Screw-On 0015-0004 0040-00415 5-0192

7384-02006 3/4” Universal Junior/Snap On N/A N/A 5-0299

       Service Valves

      Relief Valves

       Fill Valves

Vent Valves

ACME Connector

Float Gauges

7141M

7141F

1

23

4

5

6

1

2

4

5

6

3

Note: Other gauge configurations available, please call customer service for assistance



propane.diversco.ca 71.800.661.9955 info@diverscosupply.com

FORKLIFT TANK REFURBISH PORTABLE CYLINDER REFURBISH

Part # Cylinder 
Size

Container 
Connection

Service
 Connection

Dip 
Tube

Length

Relief 
Valve 

Setting

PV-0404 5 lbs. 3/4” Type 1 3.1” 375 PSI

PV-1104 11 lbs. 3/4” Type 1 3.5” 376 PSI

 PV-2004-G 20 lbs. 3/4” Type 1 4.0” 377 PSI

PV-3004-5 30 lbs. 3/4” Type 1 4.7” 378 PSI

PV-4005-5 40 lbs. 3/4” Type 1 6.4” 379 PSI

Part # Container 
Connection

3165C 1/4” M.NPT

Image Part # Bonnet Style Container 
Connection

Service
 Connection

Fixed 
Liquid 
Level

Dip 
Tube 

Length

Repair Kit 
P/N

Replacement 
Handwheel

9103D11.6 Standard 3/4” F.POL Yes 11.7 19100-50B 9107-31

8555R11.6 MultiBonnet 3/4” F.POL Yes 11.7 19104-50 9107-31

8555R11.6 MultiBonnet 3/4” F.POL Yes 11.7 19104-50 9107-31

9107K8A Standard 3/4” CGA555 Yes 11.6 19100-50B 9107-31

8555DL11.6 MultiBonnet 3/4” CGA555 Yes 11.6 19100-50B 9107-31

OPD Valves for 5lbs. to 40lbs. 

Valves for 100lbs.



propane.diversco.ca8 1.800.661.9955 info@diverscosupply.com

TOOLS & ACCESSORIES
Image Part # Description

LD-20L 20L Low Temp Leak 
Detector Solution

PB250BT Master Pro-Blue w/PTFE 
Thread Sealant

20-1 POL Plug

20-2 Valve Wrench

V1075-SL2 6” x 2.5” Vinyl Decal 1000 
pieces/roll

Image Part # Description

CVM-200 Cylinder Vise

TR1000 ASME Tank Roller 120WG-1000WG

420-LG Pneumatic 420Lbs tank inverter

Image Part # Description

20-3 Handle for 20-2 or 20-7 
Wrench

20-QCC QCC-1 Wrench

1430 Brass Hammer

CS-100 Measureing Scribe

EZ-27
Pneumatic Stamping 

Gun (Includes all Letter 
Dies)

SD-WHIMIS Viny Decals 500/roll

Tools, Solutions and Sealants

Maintenance Equipment
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Make sure it’s a MultiBonnet

Application
The MultiBonnet® is designed to allow quick and easy repair of bonnet packings 
in certain Multivalves® and service valves on active propane systems. It allows 
you to repair valve bonnet stem o-ring leaks in minutes, without interrupting gas 
service to your customers.
•	 Eliminates the need to evacuate tanks or cylinders to repair the MultiBonnet®  

packing.
•	 Two section design allows repair of MultiBonnet® assemblies on active 

propane systems without interruption in gas service or shutting off 
appliances downstream. This helps to prevent time consuming relighting of 
pilots, special appointments, and call backs.

•	 Cost of replacing the MultiBonnet® packing is only 1/3 as much as
	 replacing a complete bonnet assembly—not including time cost savings, 

which can be substantial.
•	 Available on certain new Multivalves® and service valves as well as repair 

assemblies for many existing RegO® valves.
•	 UL listed as a component of valve assembly.

Here’s How The MultiBonnet® Works
•	 When the valve is fully open, only the lower stem will rise and backseat 

against the teflon washer which isolates the upper packing.
•	 This allows you to remove the upper packing nut, which contains the o-rings, 

and replace it while the valve is fully open and gas service not interrupted.

Design Features of the MultiBonnet®

Handwheel
Aluminum die cast handwheel.

Non-Rising Stem
Designed to allow easy backseating and long

service life.

Upper Packing Assembly
Contains both internal and external o-rings.

Provides leak resistant performance.

Internal O-ring

Lower Bonnet and Stem Assembly
Machined brass construction offers durability to

bonnet design.

External O-ring

Nameplate
Provides easy identification of the RegO

MultiBonnet®.

Teflon Backseat
Provides for upper packing isolation when valve

is fully open.

Machined Double Lead Threads
Provides for quick opening and closing of the

valve.

Shut-off Seat Disc
Tapered nylon disc is retained in a fully confined

seat that helps ensure positive shut-offs.
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ORDER FORM

Part # Description Case Quantity Quantity 
Required

9101D11.7 Service Valve STD Bonnet 3/4” x POL (TC/ASME) 50

9101R11.7 Service Valve Multibonnet 3/4” x POL (TC/ASME) 50

PT9102R11.7 Service Valve Multibonnet 3/4” x POL (TC/ASME) (Incl Presto Tap) 50

7556R12.0 Multivalve - 3/4” x POL 330,500, 1000, 2000 25

PT7556R12.0 Multivalve - 3/4” x POL 330,500, 1000, 2000 (Incl Presto Tap) 25

9103D11.6 Service Valve STD Bonnet 3/4” x POL 375PSI (100lbs TC Cylinders) 50

8555D11.6 Multivalve STD Bonnet 3/4” x POL 375 PSI (100lbs TC Cylinders) incl 1-3/4 ACME Fill Valve 20

8555R11.6 Multivalve Multibonnet 3/4” x POL 375 PSI (100lbs TC Cylinders) incl Fill Valve 20

9107K8A Liquid Valve 3/4” x CGA555 375 PSI (100lbs TC Cylinders) 4

8555DL11.6 Liquid Multivalve Multibonnet 3/4” x CGA555 375 PSI (100lbs TC Cylinders) incl Fill Valve 4

9101P5 Service Valve STD Bonnet 3/4” x 3/8 NPT (33lbs Alum) 50

Part # Description Case Quantity Quantity 
Required

8544G Relief Valve 250PSI 1” (123 & 420 ASME) 50

8544K Relief Valve 250PSI 1” (420 TC) 50

7583G Relief Valve 250PSI 3/4” (330) 25

8684G Relief Valve 250PSI 1” (500) 25

8685G Relief Valve 250PSI 1-1/4” (1000) 25

8545AK Relief Valve 375PSI 3/4” (33 lbs Alum) 100

Part # Description Case Quantity Quantity 
Required

6280-24 4-Bolt Jr Gauge Universal 33lbs Alum Screw-On Dial 25

6280-435 4-Bolt Jr Gauge 30” Dia tanks Top Mount (123, 420 TC/ASME) 25

7384-02006 3/4” NPT Jr Gauge Universal 33lbs Alum Snap-on Dial 25

B8981-04210 1” NPT Jr Gauge 30” Dia tanks Top Mount (123, 420 TC/ASME) Snap On Dial 25

B8981-04030 1” NPT Jr Gauge 30” Dia tanks Top Mount (123, 420 TC/ASME) Screw In Dial 25

B8981-1232 1” NPT Jr Gauge 30” Dia Tanks Top Mount (330) Screw In Dial 25

B8981-04037 1” NPT Jr Gauge 41” Dia Tanks Top Mount (500) Screw In Dial 25

B8981-04041 1” NPT Jr Gauge 41” Dia Tanks Top Mount (1000) Screw In Dial 25

Service Valves

Relief Valves

Common Float Gauges

Company Name:

Shipping Location:

Buyers Name:

Contact Phone Number:

Email Address:
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ORDER FORM

Part # Description Case Quantity Quantity 
Required

PV-0404 OPD Valve for 5lbs TC Cylinders 50

PV-1104 OPD Valve for 11lbs TC Cylinders 50

PV-2004-G OPD Valve for 20lbs TC Cylinders 50

PV-3004-5 OPD Valve for 30lbs TC Cylinders 50

PV-4005-5 OPD Valve for 40lbs TC Cylinders 50

Part # Description Case Quantity Quantity 
Required

7141M ACME connector 33lbs alum service line 50

7141F ACME connector 33lbs alum fuel line 50

Part # Description Case Quantity Quantity 
Required

7590U Old Style Chek Lok Valve 3/4” NPT 50

7591U New Style Chek Lok 1-1/4” NPT 25

Part # Description Case Quantity Quantity 
Required

640-OLD Replacement Lid - 420 ASME TC 15” Dia Collar - Steel White 18

640-2955033 Replacement Lid - 420 ASME TC 16” Dia Collar - Steel White 18

640-295564 Replacement Lid - 420 ASME TC 16” Dia Collar - Steel Green 18

640-296162 Replacement Lid - 420 ASME TC 16” Dia Collar - Steel Grey 18

640-305275 Replacement Lid - 420 ASME TC 16” Dia Collar - Plastic White 18

640-333327 Replacement Lid - 420 ASME TC 16” Dia Collar - Plastic Black 18

Part # Description Case Quantity Quantity 
Required

7647SC Single Check Fill Valve 1-3/4 MACME x 3/4” (420 TC & 33lbs Alum Fast Fill) 50

L7579 Double Check Fill Valve 1-3/4 MACME x 1-1/4” (123, 330, 500, 1000, 2000, 420 TC & ASME) 50

6579 Double Swing Check Fill Valve 1-3/4 MACME x 1-1/4” (123, 330, 500, 1000, 2000, 420 ASME) 10

OPD Valves

ACME Connectors

Chek Lok Valves

Replacement Lids

Fill Valves



LOCATIONS

Head Office 
495 Conestoga Blvd.

Cambridge, ON
1.800.661.9955

Quebec Branch
78 Hymus Blvd.

Pointe-Claire, QC
1.800.465.3557

Alberta Branch
#5, 4451 61st Ave. S.E.

Calgary, AB
1.800.661.3139

 New Brunswick Branch
80 Harrisville Blvd., Unit C 

Moncton, NB
1.866.977.5700

Manitoba Branch
7501 Wilkes Avenue

Headingley, MB
1.800.661.3139

Saskatchewan Branch
5 Prospect Rd., Corman Park

Saskatoon, SK
1.800.661.3139

propane.diversco.ca


