
February 3, 2017 

FIELD ADVISORY 

L7579 1-3/4” X 1-1/4” MNPT Filler Valve 
Date Codes 8B16 to 1C17

Issue: 

Rego recently received reports where delivery personnel had difficulty disconnecting from the 
L7579 filler valve installed on ASME containers after the filling process has been completed. 
We have determined that the seat disc on the upper check may not fully return to the closed 
position due to interference with the guide in the upper body. This interference can create a leak 
in the upper check area making it potentially difficult to disconnect from the filler valve. If the 
hose end valve is disconnected while the L7579 filler valve covered by this advisory is in 
this condition, a leak to the atmosphere can occur creating a fire hazard.  

L7579 Showing Upper Check 
Open 

L7579 Showing Upper Check 
Closed 



Where L7579 Filler Valve is Used: 

The L7579 Filler Valve covered by this Field Advisory has been installed on 420# DOT and 
ASME cylinders and ASME horizontal containers from 120 to 1,000 gallons W.C.; this includes 
both new and reconditioned containers. 

How to Identify L7579 Filler Valves Which May Encounter an Issue: 

The dates of manufacture of the valves covered by this field advisory are August second week 
2016 (8B16) to January third week 2017 (1C17).  

Date Code Identification 

Actions to take: 

To address this issue RegO will provide the following at no charge: 

 Supply 3179B Filler Valve Adapters for installation on the L7579 filler valves covered by

this advisory.

 Supply the NEW L7579-51 Repair Kits to repair the upper check and guide assembly on

the L7579 filler valves covered by this advisory.

 Supply new L7579 filler valves to replace the L7579 valves covered by this advisory.

Contact the OEM, Refurbisher or Distributor you purchased the valve from regarding the 
process to resolve the issue covered by this advisory.  

Do not attempt to fill or refill any container that has a L7579 with date codes of 
8B16 to 1C17 without first installing a filler adapter (similar to 3179B) on 1-3/4” 
ACME fill connection of L-7579 filler valve covered by this advisor. 



Additional Information: 

L7579 Filler Valves made before 8B16 and after 1C17 dates of manufacture are not part of this 
advisory and are not affected. When filling into any 1-3/4” ACME filler valve not affected by this 
advisory, you should follow your company’s established filling procedures. 

It is a good practice to use filler hose adapters like the 3179B when conducting any filling 
operation into a 1-3/4” ACME filler valve. When a filler hose adapter is attached to the hose end 
valve connection during the filling process and there is a problem disconnecting due to leakage 
through the upper check, the 3179B or other type filler hose adapters can remain on the subject 
filler valve. This will allow the delivery person to safely disconnect the hose end valve from the 
filler hose adapter which will remain connected to the subject filler valve leak free.  

 L7579 with a 3179B installed. 

If you have any questions about this advisory please contact: 
Bennett Allred 
RegO 
Direct:  336-446-7230 
Email: ballred@regoproducts.com 


